PRISM PAR 1
RGBAW-UV LED Specification Sheet

Main Features
- 12x 15W 6-in-1 RGBAW+UV LEDs, 100,000 hours
- Built-in AnyFi™ wireless DMX receiver (user selectable 2.4 Ghz or W-DMX™)
- Natural convection cooled, totally silent operation
- User selectable 32-bit dimming curves
- Variable electronic dimmer strobe
- Built-in color & chase macros via DMX
- Built-in auto programs & sound active in standalone and M/S
- Color mixing ability in standalone mode
- 25 degree beam angle
- User selectable 4/5/6/7/9 or 12-channel DMX modes
- Flicker-free constant-current LED driver
- LED control panel with 4* touch sensitive buttons
- Control panel button lock/key
- 3/5-pin male input and 3/5-pin female output

Weight & Dimensions
- Dimensions: 10.7” (272.1 mm) x 5.7” (144 mm) x 11.2 inches (284.1 mm)
- Weight: 11.5 lbs. (5.2 kg)

Luminous Intensity

<table>
<thead>
<tr>
<th>Lux/Meter</th>
<th>1 Meter</th>
<th>2 Meter</th>
</tr>
</thead>
<tbody>
<tr>
<td>Red</td>
<td>2,796 Lux</td>
<td>790 Lux</td>
</tr>
<tr>
<td>Green</td>
<td>2,712 Lux</td>
<td>742 Lux</td>
</tr>
<tr>
<td>Blue</td>
<td>2,680 Lux</td>
<td>707 Lux</td>
</tr>
<tr>
<td>Amber</td>
<td>1,720 Lux</td>
<td>490 Lux</td>
</tr>
<tr>
<td>White</td>
<td>4,960 Lux</td>
<td>1,197 Lux</td>
</tr>
<tr>
<td>All</td>
<td>13,680 Lux</td>
<td>3,633 Lux</td>
</tr>
</tbody>
</table>

Mounting Options
- MNB: Clamp for pipe up to 2” OD
- CM4: Canopy for mounting to J-box
- US1: Unistrut mount
- STA: Controltrac adapter (2x)

Ordering Matrix

<table>
<thead>
<tr>
<th>Model</th>
<th>Array</th>
<th>Finish</th>
<th>Mounting</th>
</tr>
</thead>
<tbody>
<tr>
<td>CRE6</td>
<td>RGBAW</td>
<td>B=Black, W=White</td>
<td>See Options</td>
</tr>
</tbody>
</table>

Example: CRE6-RGBAW-B-MNB
CRE6-_________-_________-_________