
Fresnels by Times Square Lighting

C3 3” Fresnel
The C3 is a 200-watt spotlight ideal for theaters, nightclubs, photographers and 
retail displays. Each unit is provided with a 3” heat resistant lens that produces an 
intense, soft diffused beam of light that can be used for spot or flood applications. 
Equipped with an accessory holder, hinged top for easy re-lamping and three foot, 
three wire leads. Comes in standard black powder coated finish. White and cus-
tom colors are available by request and at an additional charge.

Features:
• Accepts lamps up to 200-watts
• Spot to flood, 18º-60º focus adjustment
• 15’ throw
• 3” heat resistant lens

Job Name: Fixture Type: Qty:

Manufactured in the USA - IBEW

5 Holt Drive • Stony Point, NY 10980
Phone: 845-947-3034 • Fax: 845-947-3047 • www.tslight.com
Specifications are subject to change without notice.
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*SC-24
1/16” diameter, plastic coated steel safe-
ty cable with snap ring. Used as added 
security.

Male Connectors
E2867  Edison Plug
E876  Twist Lock
600G  Stage Pin

Finish
B  Black
W  White
CC  Custom Color

Lamp Types
ESR 100W/120V; 1000Hrs; 1800 
Lumens; 2950°K Color Temp  

ETC/ESP 150W/120V; 2000Hrs; 2800 
Lumens; 2900°K Color Temp

FEV 200W/120V; 50Hrs; 5500 Lumens; 
3200°K Color Temp

Accessories
See index for details.

C3BD4  Barndoor
C3S  Snoot
*C3CF  Color Frame
C3CFG  Glass Color Filter

Mounting Options
See index for details.

T1 
Track adapter for commercial grade  
1 and 2-circuit track.

TA2S
Track adapter for specification grade  
2-circuit track.

HTA2
Track adapter for specification grade  
2-circuit 277-volt track.

TA3
Track adapter for specification grade  
3-circuit track.

US1 
Unistrut adapter.

PCE
Economy pipe clamp with thumb screw 
adjustment. Perfect for smaller fixtures. 
1/4” to 1 1/2” O.D.

CM
Medium duty pipe clamp for small to 
large fixtures. For pipes 1/8” to 1” O.D.

PC9M
Heavy duty pipe clamp for large, heavy 
fixtures. For pipes 1/2” to 1 1/2” O.D.

CM4
6” Canopy for permanent mounting on 
standard 4” octagonal outlet boxes.

TB3
4” Portable wall mount/table base for 
smaller fixtures.

TB4
6” Portable wall mount/table base for 
floor, wall or table use.

C3 3” Fresnel

FootcandlesDistance Beam Spread
ETC/ESP - Spot Position

1685’ 1’

867’ 1.5’

4210’ 2’

1915’ 3.5’

Photometric Data

FootcandlesDistance Beam Spread
ETC/ESP - Flood Position

425’ 4’

227’ 6’

1110’ 8’

515’ 12’

*Item included with the purchase of fixture.

C3
MODEL NUMBER

C3

-
FINISH

-B

-
MOUNTING (optional)

-TB3

-
ACCESSORIES (optional)

-C3BD4

Specify:

Example:

-
CONNECTOR (optional)

-E2867


